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I Package contents (full accessories version) 

Lift 
requires assembly, see Manual montage on page 7 

Jack stand 
see page 10 for How to use jack stand 

Beam pads 

FIRST USE 

Grease streaks can show on the tubes 

when using product for first few 

instances. Use soft cloth th clean 

grease from the tube. The grease 

occurring on the tubes does not 

damage the product. Grease can be 

difficult to remove from clothes 

or skin etc. 

see USE on page 6 

Rails for uneven surface 
requires assembly, see page 9 

Caster wheels washers - 3 pcs 
in case of using the rails for uneven surface 

Drill adapter - 4 pcs 

Safety pin 
uses in the security tubes 

Wall holders 
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How to install the rails for uneven surface 

1. Take the caster wheels off and 

place caster wheels washers 

between the frame and caster 

weels. Tighten with longer screws 

in the package. 

3. Once the dowel pin is removed, 
make sure there is nothing else to 

remove from the security tube.

5. Reassemble the security tube

with the lift. Do not forget to add

one of the washers before

inserting the security tube.

Afterwards, insert the 2nd washer

and the other split cotter pin. 

2. Use pliers to remove the split 

cotter pin. Before removing the

security tube from the lift, remove 

the washers and dowel pin. 

4. Place the rail on the frame so

that the holes for replacing the 

dowel pin are aligned. Insert the

dowel pin with washers and split

cotter.

4. Place the rail on the frame so

that the holes for replacing the

dowel pin are aligned. Insert the

dowel pin with washers and split

cotter.

&
WARNING! The travelling wheels bear the entire weight of the lifted vehicle 

and they can thus leave markings or scratches in polished pavements.
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I Warranty 

The manufacturer and seller are not responsible for any injuries or damages 
that result from incorrect assembly or usage. This warranty guarantees the 
Autolift3000 to be free of all defects in material and workmanship for 3 years 
from the date of purchase (or delivery, whichever comes first) by the original 
purchaser. Accessories are covered by a warranty for a period of 12 months. 
The warranty will not apply unless all the instructions in user manual have 
been adhered to. To obtain warranty service, you must first contact us to 
determine the problem and the most appropriate solution for you. You can 
contact us by email at: support@autoliftproduction.com 

All warranty repairs and services must be performed by an AUTOLIFT 
PRODUCTION s.r.o. All expenses related to replacing or repairing 

a defective part under this warranty shall be assumed by the AUTOLIFT 
PRODUCTION s.r.o., except for the shipping expenses to/from AUTOLIFT 

PRODUCTION s.r.o. which shall be assumed by the buyer, unless otherwise 
agreed by AUTOLIFT PRODUCTION s.r.o. and customer. 

This Warranty does not cover any issue that is caused by the following: 
conditions, malfunctions or damage not resulting from defects in material or 
workmanship, any damage resulting from improper maintenance, any 
damage of a product resulting from unauthorized modification of the 
product, any damage caused by using equipment beyond recommended 
capacity, any damage caused by natural disaster, any damage resulting from 
fluid infiltration or dump. This list is not restrictive. 
Recognition of a warranty claim can never lead to an extension of the 
warranty period or to the beginning of a new warranty period if the 
equipment has been replaced. 

Equipment or spare parts exchanged under the warranty are therefore owned 
by AUTOLIFT PRODUCTION s.r.o. 

AUTOLIFT PRODUCTION s.r.o. reserves the rights to reject any claim in cases 
where purchases can not be verified or when it is clear that the product has 

not been properly maintained. Keep the proof of purchase as proof of the 
date of purchase. Devices must be returned to AUTOLIFT PRODUCTION s.r.o. 

in a non-disassembled condition, together with the proof of purchase. 

DAMAGES NOT COVERED UNDER WARRANTY 

(pie A) Leaving the safety pin inserted into the safety bar - risks of 
deformation and damage the gear structure. 
(pie B) Exceeding the red sign - risk of breaking the gear. 
(pie C) and (pie D) Forcing the lift past the lowest point - risk of damaging 
the gear box. 
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I Pictures
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| Technical parameters
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CE 
Prfkop 838/6, Brno, 602 00 

DECLARATION OF CONFORMITY 

This is an important document and should be retained. 

We herby declare that this product(s) complies with the following directive(s): 

2006/42/EC Machinery Directive 

95116/EC Amending Directive 

The following standards have been applied to the product(s): 

CSN EN ISO 12100:2011, CSN EN 614-1+A 1:2009, CSN EN ISO 7010:2012, CSN EN 1494+A 1:2010 

Product certification scheme applied: CSN EN /SOI/EC 17067:2014, scheme type 1a 

The technical documentation required to demonstrate that the product(s) meet(s) the requirement(s) of 

the aforementioned directive(s) has been complied and is available for inspection by the relevant 

enforcement authorities. 

The CE mark was first applied in: 2016-25-11 

Product Description: Autolift 3000 

Model number(s): AL 3000 

Serial/batch number: N/A 

Date of issue: 2016-01-21 
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AUTOLIFT PRODUCTION
info@autoliftproduction.com
www.autoliftproduction.com




